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About us

Sieben Group is acknowledged as one leading developer, manufacturer and export of electronic and electrical products, from China,
near to Ningbo and Shanghai ports, which makes us ideally and conveniently located for easily accessing to international transportation
connections by land, air and sea.

Sieben Group has 3 wholly-owned subsidiaries, which are Sieben Electric, iTekniko and Sinoasian Technology, with the advanced
equipments and production lines, the skilled workers and excellent R&D, managing and service teams, in order to provide the top quality .
products and perfect services to the customers. a
Sieben Group takes the quality of the products and services as life. The products and designs have got more than 50 patents and related
international certificates such as CE, CB, CQC, RoHS, ISO9001 and so on. s .

.
The main markets are Asia, Europe, America and Africa. The electronic and .
electrical solutions according to the customers’ requiremen§ are &
also be provided.

Sieben Group will consistently keep on developing
new products and updating new technology

in order to meet new challenges and

sc:fis.fy the increasipg requirements.
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A1

Auto-reconnect Adjustable Voltage Protector

A2

Auto-reconnect Adjustable Voltage Current Protector
A3

Wi-Fi Auto-reconnect Adjustable Voltage Current Protector with Metering (RCD)
A4

Auto-reconnect Adjustable Voltage Current Protector with Metering (Wi-Fi & RCD)
A6

Electronic Circuit Breaker
A7

3P+N Auto-reconnect Adjustable Voltage (Current) Protector
A9

Electronic Phase Selective Changeover Switch (with Current Protection)
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Set password

Set power-on delay

Set over-voltage protection

Set uver-voltage protection

Set voltage hysteresis

Set voltage trip time

Set over-current protection

Set current trip time

Set current reconnect times

Set residual current protection

5 iaht ‘ Over/under

’ ower lig voltage faults

. Line 1in use Over-voltage
fault

Under-voltage

‘ Line 2 in use fault
‘ Line 3 in use

fault

@ Pulse signal
6 State of Wi-Fi . Phase sequence
@ Zero clearing

Over-current

Set auto reconnect delay time

Set phase sequence protection

Set voltage asymmetry

Set switching time to prior-phase

Set switching time to reserve-phase

Set prior phase sequence

Set selection of the use mode

Reset

Clear the meter to zero

End of setting

Short-circuit Residual current
fault fault

3-phase voltage
unbalance fault

For exclusive agents or distributors only
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X1 Series

ITekniko

Auto-reconnect Adjustable Voltage Protector Owned by sinRasian
Specification
& & Model code X1-V1 X1-V2
L M N Working voltage 50-450V AC
iTekniko Working current 12A 32A 63A
Maximum current 16A 40A 80A
Password 000-999 (Default OFF)

L X1-vi12a N

X1-V1

iTekniko

X1-V2 63A

%N

L
>

X1-V2

m I For exclusive agents or distributors only

Power on delay time 1-600S (Default 10S)

Over-voltage range 230-300V (Default 270V); 120-180V (Default 135V)
Under-voltage range 110-220V (Default 170V); 60-110V( Default 90V)
Voltage hysterisis 0-50V (Default 0V)

Voltage fault trip time 0.1-30.0S (Default 5.0S); <0.1S: >350V
Auto-reconnect time 1-600S (Default 30S)

Over temperature >85°C (Internal temperature), <0.1S
Power consumption <2W

Ambient temperature -25°C-65°C

Connections Cable and busbar

Installation 35mm symmetrical DIN rail

Parameter setting

-0 -00-00-0-0

Power on Set Set power Set Set Set voltage
password on delay over-voltage  under-voltage hysteresis
Set Setauto Set voltage
finish reconnect time fault trip time

Press m to enter setup mode.
Press to turn on/off the output; Press and hold to restore the factory setting.
Press to adjust the parameters; Press and hold for quick adjustment.

No operation for 60S, exit setup mode without saving.

Wiring Diagram

L N Instruction L N
| before N
orders
v [
L N L N
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X2 Series

Auto-reconnect Adjustable Voltage Current Protector

& &
o e
L ™ N

iTekniko

L Xx2-vi12A N

X2-V1

iTekniko

L X2-V2 63A N

X2-V2

Specification

Model code

Working voltage
Working current
Maximum current
Password

Power on delay time
Over-voltage range
Under-voltage range
Voltage hysterisis
Voltage fault trip time

Current fault trip time

X2-V1 X2-V2
50-450V AC

0.1-12.0A (Default 12A) 0.1-32.0A (Default 32A) 0.1-63.0A (Default 63A)
15A 40A 80A

000-999 (Default OFF)

1-600S (Default 10S)

230-300V (Default 270V); 120-180V (Default 135V)
110-220V (Default 170V); 60-110V( Default 90V)
0-50V (Default 0V)

0.1-30.0S (Default 5.0S); <0.1S: >350V

0.1-30.0S (Default 5.0S); <0.1S: >Maximum current

Current reconnect times 0-20T-OFF (Default 3T)

Auto-reconnect time 1-600S (Default 30S)

Over temperature >85°C (Internal temperature), <0.1S
Power consumption <2W

Ambient temperature -25°C-65°C

Connections Cable and busbar

Installation 35mm symmetrical DIN rail

Parameter setting

Power on Set Set power Set Set Setvoltage  Setvoltage
password on delay over-voltage under-voltage hysteresis  fault trip time
Set Set auto Set current Set current Set
finish reconnect reconnect fault trip over-current
time times time

Press m to enter setup mode.
Press to turn on/off the output; Press and hold to restore the factory setting.
Press to adjust the parameters; Press and hold for quick adjustment.

No operation for 60S, exit setup mode without saving.

Wiring Diagram

L N Instruction L N
| before R
orders
¥ [
L N L N

For exclusive agents or distributors only I m
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X3 Series

Wi-Fi Auto-reconnect Adjustable Voltage Current Protector with Metering

ITekniko
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Specification

Model code

& &
c o e
L ™M N

iTekniko

Metering

Rated voltage
Working current
Maximum current
Power on delay time
Over voltage

Under voltage

Voltage hysteresis

Voltage fault trip time

L X3-Vi50A N

X3-V1

Current fault trip time
Current reconnect times
Auto-reconnect time
Over temperature
Response time
Communication protocol
Other functions

Power consumption
Ambient temperature
Connections

Installation

Operation in App.

X3-V1

50-450V AC

1-50A (Default 50A)

63A

1-600S (Default 10S)

230-300V (Default 270V), 120-180V (Default 135V)
110-220V (Default 170V), 60-110V (Default 90V)
0-50V (Default 0V)

0.1-30.0S (Default 5.0S); <0.1S: >350V
0.1-30.0S (Default 5.0S); <0.1S: >350V
0-20T-OFF (Default 3T)

1-600S (Default 30S)

>85°C (Internal temperature), <0.1S

<0.1S

Wi-Fi

Timing functions, voice control (Option)

<2W

-25°C-65°C

Cable and busbar

35mm symmetrical DIN rail

® Download the APP Tuya or smart life

@ Press and hold 8 until @ blinks, then add device

Electricity meter

- Total electricity
- Today electricity

Electricity menu

- Prepaid switch
- Remaining electricity

- Charge

- Charge record
- Clear remaining electricity

Function menu

- Switch on
- Switch off

Wiring Diagram

L N
|
v
L N

I Forexclusive agents or distributors only

Data display

Voltage -

Current -

Active Power -
Residual current -

iTekniko

134875

il =

Time menu

Schedule -
Repeat -
Note -
Notification -

99.99‘
Setting menu

Om oo

Parameters -
Password -

Instruction L N
before N
orders

[

L N
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X4 Series

Auto-reconnect Adjustable Voltage Current Protector with Metering (Wi-Fi & RCD)

L

X4-V1

X4-V2 63A

X4-V2

Specification
Model code
Working voltage
Working current
Maximum current
Password
Power on delay time
Over-voltage range
Under-voltage range
Voltage hysterisis
Voltage fault trip time

Current fault trip time

Current reconnect times

Auto-reconnect time
Residual current
Electricity metering
Wi-Fi control

Over temperature
Power consumption
Ambient temperature
Connections

Installation

Operation in App.

X4-V1 X4-V2 X4-V3
50-450V AC
0.1-32.0A (Default 32A); 0.1-63.0A (Default 63A)
40A: 0.1-32.0A; 80A: 0.1-63.0A
000-999 (Default OFF)
1-600S (Default 10S)
230-300V (Default 270V); 120-180V (Default 135V)
110-220V (Default 170V); 60-110V( Default 90V)
0-50V (Default 0V)
0.1-30.0S (Default 5.0S); <0.1S: >350V
0.1-30.0S (Default 5.0S); <0.1S: >Maximum current
0-20T-OFF (Default 3T)
1-600S (Default 30S)

5-99mA-NO (Default NO)
0.0-999999KH/h, <0.5%

Yes

>85°C (Internal temperature), <0.1S
<2W
-25°C-65°C
Cable and busbar

35mm symmetrical DIN rail

® Download the APP Tuya or smart life

@ Press and hold 88 until @ blinks, then add device

Electricity meter

- Total electricity

Data display

iTekniko
Voltage -

- Today electricity 1348.75 Current -

Active Power -
Residual current -

Electricity menu

||||I||||||p|||||.| =R

- Prepaid switch Time menu
- Remaining electricity Schedule -
- Charge Repeat -
- Charge record Note -
- Clear remaining electricity Notification -

Function menu

- Switch on
- Switch off

Setting menu
'

U "I"‘I‘ @ O Parameters -
Password -

For exclusive agents or distributors only I m
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X4 Series iTekniko

Auto-reconnect Adjustable Voltage Current Protector with Metering (Wi-Fi & RCD) Owned by sINAasian

Parameter setting

a-a-u-ae

Power on Set power Set
password on delay over-voltage under voltage
L xwes N Set current Set current Set voltage Set voltage
ﬁ? % reconnecttimes  fault trip time over-current fault trip time hysteresis
- lll
Set auto Set residual Clear meter Set
reconnect time current to zero finish

* The above parameters of X4-V3 can be set in App, and X4-V1 have no setting menu for residual current.
* If residual current fault occurs, it needs to be turned on manually after trouble-shooting.

Press m to enter setup mode.

Press to turn on/off the output; Press and hold to restore the factory setting.
Press to adjust the parameters; Press and hold for quick adjustment.
Press and hold to configure the network.

No operation for 60S, exit setup mode without saving.

Wiring Diagram
L N Instruction L N

| before
orders

—

m I For exclusive agents or distributors only
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X5 Series

Electronic Circuit Breaker

2 2 'z 2

e Ol v Y <)
451 5'5‘[ ﬁ.El 4.55‘[

L \4 N L \ N

iTekniko

iTekniko

L X5Vi5A N L X5-v212A N

X5-V1 X5-V2

&S
L N

iTekniko

X5-V3

)
o

iTekniko

L X5-V4 80A N

X5-V4

Specification
Model code

Working voltage

Working current

Maximum current
Password
Power on delay time

Current fault trip time

Current reconnect times
Auto-reconnect time
Over temperature
Power consumption
Ambient temperature
Connections

Installation

Parameter setting

Power on Set
password

X5-V1 X5-V2 X5-V3 X5-V4 X5-V5

50-450V AC

2/3/4/5/6/ 0.1-12.0A 0.1-32.0A 0.1-63.0A 0.5-80.0A 20.0-100A

8/10/12A  Default 12A Default 32A Default 63A Default 80A Default 100A

15A 15A 40A 80A 100A 120A
000-999 (Default OFF)

108 1-600S (Default 10S)

158 0.1-30.0S (Default 15.0S)

<0.18: >Maximum current or 3 times working current

3T 0-20T-OFF (Default 3T)

20S 1-600S (Default 20S)

>85°C (Internal temperature), <0.1S

<2W

-25°C-65°C

Cable and busbar Cable

35mm symmetrical DIN rail

Wiring Diagram

Set power Set
on delay over current

Instruction N
before
Set Set current Set auto Set current orders
finish reconnect times reconnecttime fault trip time

iTekniko

L X5-V5 100A

L
|
v
L N
L
4
I
L

Press m to enter setup mode.

Press to turn on/off the output.

Press and hold to restore the factory
setting.

Press to adjust the parameters.
Press and hold for quick adjustment.
No operation for 60S, exit setup mode

without saving.

& =

X5-V5

For exclusive agents or distributors only I m
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X6 Series

3P+N Auto-reconnect Adjustable Voltage (Current) Protector

ITekniko
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L1 L2 xeviesa L3

¢ & @
X6-V1

L1 L2 v L3

iTekniko

L1

L1 L2 xe-v2100A L3

X6-V2

I Forexclusive agents or distributors only

a

&
N

)
ay

Specification
Model code

Working voltage

Working current

Maximum current
Password

Power on delay time
Use mode

Over-voltage range

Under-voltage range

Voltage Asymmetry
Phase sequence
Voltage hysterisis
Voltage fault trip time

Current fault trip time

Current reconnect times
Auto-reconnect time
Over temperature
Power consumption
Ambient temperature
Connections

Installation

Wiring Diagram

TP L1 L2 L3

X6-V1 X6-V2 X6-V3 X6-V4

50-450V AC (L-N); -690V AC (L-L)

63A 80A 100A 0.1-63.0A 0.5-80.0A 20.0-100A
Default 80A  Default 100A Default 120A

80A 100A 120A 80A 100A 120A

000-999 (Default OFF)

1-600S (Default 10S)

TP: 3 phase 3 lines; TPN: 3 phase 4 lines; SPN: Single phase

L-N: 230-300V (Default 270V); 120-180V (Default 135V)

L-L: 390-500V (Default 430V); 210-300V( Default 270V)

L-N: 110-220V (Default 170V); 60-110V( Default 90V)

L-L: 140-370V (Default 330V); 80-190V( Default 170V)

20-99V (Default OFF) for mode TP & TPN

ON/OFF (Default OFF) for mode TP & TPN

0-50V (Default 0V)

0.1-30.0S (Default 5.0S); <0.1S: L-N>350V, L-L>550V
0.1-30.0S (Default 5.0S)
<0.1S: >Maximum current
0-20T-OFF (Default 3T)

1-600S (Default 30S)

>85°C (Internal temperature), <0.1S

<2W

-25°C-65°C

Cable and busbar

35mm symmetrical DIN rail

TPN L1 L2 L3 N SPN L1 L2 L3 N

Instruction before orders

TP L1 L2 L3

TPN L1 L2 L3 N SPN L1 L2 L3 N

L1 L2 L3
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X6 Series

3P+N Auto-reconnect Adjustable Voltage (Current) Protector

L1 L2 x6v3e3A L3

X6-V3

iTekniko

L1

L1 L2 Xxe-v4100A L3

X6-V4

Parameter setting

a

&
N

Set password Set power on delay Select use mode

Mode | TP Mode | TPN Mode | SPN

Set over-voltage Set over-voltage Set over-voltage

Set under-voltage Set under-voltage Set under-voltage

)
Ay

Set asymmetry

Set phase sequence

Set voltage hysteresis

Set current trip time Set voltage trip time

Set reconnect Set
delay time finish

Set current
reconnect times

For X6-V3 & X6-V4

Press to enter setup mode.
Press to turn on/off the output; Press and hold to restore the factory setting.
Press to adjust the parameters; Press and hold for quick adjustment.

No operation for 60S, exit setup mode without saving.

For exclusive agents or distributors only I m
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X7 Series

Electronic Phase Selective Changeover Switch (with Current Protection)

ITekniko
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Lout X7-V1 63A

X7-V1

Lout X7-V2 100A

X7-V2

m I For exclusive agents or distributors only

Specification

Model code

a

Working voltage

&
N

Working current

Maximum current
Password

Power on delay time
Over-voltage range

Under-voltage range

N Voltage hysterisis
% Switching time to prior-
phase

Switching time to
reserve-phase
Prior-phase sequence
Current fault trip time
Current reconnect times

Auto-reconnect time

Over temperature
% Power consumption
. Ambient temperature

Connections

Installation

Wiring Diagram

L1 L2

X7-V1 X7-V2 X7-V3 X7-V4

50-450V AC (L-N)

63A 80A 100A 0.1-63.0A 0.5-80.0A 20.0-100A
Default 80A  Default 100A Default 120A

80A 100A 120A 80A 100A 120A

000-999 (Default OFF)

1-600S (Default 10S)

L-N: 230-300V (Default 270V); 120-180V (Default 135V)
L-N: 110-220V (Default 170V); 60-110V( Default 90V)
0-50V (Default OV)

1-300S-OFF (Default OFF)

0.1-1-300S (Default 0.1S)

123/132/213/231/312/321 (Default 123)
0.1-30.0S (Default 5.0S)
0-20T-OFF (Default 3T)
1-600S (Default 30S)

>85°C (Internal temperature), <0.1S

<2W

-25°C-65°C

Cable and busbar

35mm symmetrical DIN rail

L3 N

@ -
“n

Lout
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iTekniko X7 Serics

Owned by sinaasian Electronic Phase Selective Changeover Switch (with Current Protection)

Parameter setting

(N

]

&
®

L1 L2 \4 L3 N

Set Set power Set Set Set voltage
password on delay over-voltage under-voltage hysteresis

-l-l -

Set prior-phase Switching time Switching time
sequence toreserve-phase  to prior-phase

Lout X7-V3 63A N

X7-V3

2 & & &

iTekniko

Set Set current Set current
over-current

Setreconnect Set
trip time reconnect times; delay time finish

For X7-V3 & X7-V4

Press to enter setup mode.

Press to enter manual mode; Press and hold to restore the factory setting.
» Press to adjust the parameters and long press for quick adjustment.
No operation for 60S, exit setup mode without saving.

Lout X7-V4 100A N

X7-V4

For exclusive agents or distributors only I m)’
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Tel.: +86 13736381237

Fax: +86 577 62715772

E-mail: sales@siebengroup.com
Http://www.itekniko.com

Rd. Liubai, Liushi Town, Wenzhou City, China 325604

Due to the continuous update of the technology, the right of final interpretation belongs to the company © Copyright Reserved
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